
INSTRUMENTATION

MANOMETRIC SWITCH TYPE SK2C

PUMP MANAGEMENT

Bipolar Pressure Switch
Pressure switch type SK2C

Adjustable bipolar manometric switch.

Especially suitable for water treatment applications.

240 V - R ¼”

PPLICATIONS

Automation of booster units. 



Manometric switch type SK2C

Construction Laiton

Connection ¼”

Maximum voltage 240 Volts

Maximum power 1,5 kW

Maximum temperature 50°C

Maximum pressure of service 10 bar

Protection class IP 54

Conforms to EN 60730-I

TECHNICAL CHARACTERISTICS
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ADH2OC INDUSTRIAL
Siège

3, Rue Kercoz
22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Atelier de fabrication et stock
Lieudit «La Vallée Drouard»
28500 CHÉRISY - FRANCE
Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48
e-mail : infos@adh2oc-industrial.com

 ELECTRICAL SPECIFICATIONS

1.	 TRIP
Thighten the adjustment nut of range 1 to obtain a higher release 
pressure
2.	 ENGAGEMENT	
Thighten the «differential» screw 2 to obtain a high engagement
pressure.

Reference: SK2

Setting range 1.4 à 5.5 bars

1

2


